
Descriptions:

     

Operation Instruction:

1.

Our many years of production experience cond-

enser   microphone,  designed   by   electroacoustics 

theory, 9.7mm diameter very first back pole capacitor, 

producing a good frequency response  and  the  ideal 

heart-shaped point to highquality  microphone, audio 

fidelity,  clarity ,  loud.  advanced  surface  treatment 

technology, a unique processing method hose,  ben-

ding feel good,  does  not  appear  corrosion  pheno-

menon.  Novel  gooseneck  shape.  For  a  variety  of 

lectures,  conferences,  public  broadcasting,  sound 

recording and sound reinforcement engineering use. 

12 ~ 52V phantom power,  three-core caron  parallel 

To output, phantom power supply with matching  box

 is connected, the mixer can be connected directly to 

48V phantom power supply interface. For a variety of

 lectures, conferences,  public  broadcasting,  sound 

recording and sound reinforcement engineering use. 

Cost-effective absolute value, is your ideal choice. 

The  card  audio  cable,  and  connected  to  public 

    address equipment MIC jack. 

2.The public address equipment MIC knob  placed in 

    minimum position, the absence of the knob,  it  will 

    position  the  master  volume  knob  placed  in  the 

    smallest. 

3.Seat switch the microphone at the touch, then ind-

    icator light shows that the microphone to work. 

4. Open public  address  equipment,  switches,  and 

    slowly adjust the master volume knob MIC or to the 

    volume can be sufficient without squeaking. 

5.Finished his speech, the microphone Seat switch at 

    the touch, this time directed not bright, that the mi-

    crophone has stopped working. 

PROFESSIONAL  MICROPHONE  PHANTOM POWER MANUAL

 Frequency response

  Refers to the nature

 Impedance 

Power supply requirements
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 Frequency response

  Heart-shaped point 

 ≤ 200Ω
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Functional：

1.MIC ON/OFF 

2.

3.Line
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